
      
                          Enter/Exit Configuration Mode
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                         [image: image2.jpg]



                        Reset To Default Configuration


Interface Setting
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                          Enable USB Mode (Default)    
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                             Enable KB(PS/2) Mode
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                         Set KB (PS/2) As Fast Speed
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                         Set KB (PS/2) As Slow Speed
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                               Enable RS-232 Mode

Sleep Setting

Laser platform within a certain time window did not object through the laser and the motor will automatically shut down and automatically goes into sleep mode. When there are objects near the platform at the top of the window or tap the button, the laser and electro automatically wake up. The factory default 30 minutes after the laser, the motor into hibernation.
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                          Laser Doesn't Sleep 
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                   Laser Sleep After 30 Minutes (default)

                      [image: image10.jpg]



                       Laser Sleep After 2 Minutes  
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                          Motor Doesn't Sleep  
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                     Motor Sleep After 30 Minutes (Default)
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                       Motor Sleep After 4 Minutes   

Barcode On & Off

The products in the factory defaults mode, Some not commonly used bar code system is turned off, it is unable to scan. If you used the process need to scan the code system of this type, do the following setting can be easily decoded. Interleaved 2 of 5 , the default fix length is 18 bits.
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                            Enable Codabar       
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                        Disable Codabar (Default) 
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                              Enable ITF25   
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                    Enable  ITF25  (No Fixed Length)
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                  Enable ITF 25 Fixed Length of 6 Digits        
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                 Enable ITF 25 Fixed Length of 8 Digits   
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                   Enable ITF 25 Fixed Length of 10 Digits   
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                   Enable ITF 25 Fixed Length of 12 Digits   
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                    Enable ITF 25 Fixed Length of 14 Digits   
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                    Enable ITF 25 Fixed Length of 16 Digits 
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                   Enable ITF 25 Fixed Length of 18 Digits (Default)
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                     Enable ITF 25 Fixed Length of 20 Digits   
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                   Enable ITF 25 Fixed Length of 22 Digits   
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                     Enable ITF 25 Fixed Length of 24 Digits   
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                                Disable ITF 25      
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                         Enable Code 128 (Default)
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                            Disable Code128  
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                  Enable Code 39 (Default)
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                           Disable Code 39
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                    Enable Code EAN-8 (Default)
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                               Disable  EAN-8
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                   Enable Code UPC-E (Default)
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                               Disable UPC-E 

                       [image: image37.jpg]



                          Enable Code 93 (Default)
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                               Disable Code 93
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                          Enable EAN-13 to ISBN
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                      Disable EAN-13 to ISBN（Default）

                      [image: image41.jpg]



                         Enable EAN-13 to ISSN
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                    Disable EAN-13 to ISSN（Default）
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                     Enable UPC/EAN Addendum Code
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                     Disable UPC/EAN Addendum Code
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                          Enable UPCA to EAN-13
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                       Disable UPCA to EAN-13（Default）
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                   Enable CODABAR Start/End Character
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                   Disable CODABAR Start/End Character(Default)
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                              Enable TAB Mode
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                               Enable TAB Mode


Same barcode Scanning Interval Setting

Default state is allowed to be the same below a barcode is scanned again at intervals of 150 milliseconds. To avoid being repeatedly with a barcode scanner, you can set the scan interval.
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                              200ms (default)
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                                   500ms
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                                   800ms

Barcode Character Setting -The prefix and the postfix 
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                   Enable the prefix “STX” before Barcode 
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                   Disable the prefix “STX” before Barcode 
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                   Enable the postfix “STX” after Barcode 
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                 Disable the postfix “STX” after Barcode

                      
Volume Setting
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                          Volume-High(Default)
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                             Volume-Middle
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                               Volume-Low                    
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